
NXTRAX
BUILT TO ADAPT. ENGINEERED TO WIN!



WHAT IS NXTRAX?

NXTRAX is an elctronic unit to improve front suspension, that has real-time effects. 
In addition to mechanical part, it has an electronic part that allows to cotrol the oil flow throught the 
compressione and measure position and speed of front fork.

During riding, rider can at any time regulate the front suspension, no need to stop.

Just if in case the electronic unit doesn’t work, the front fork works exactly like a normal hydraulic 
suspension, and also in this case, no need to stop.



WHAT EXACTLY THE NXTRAX DOES

The electronic unit allows to rider to have 
definitely a better feeling with his front fork, 
increasing for sure fun,  but first and most 
iportant thing, safety on offroad, because in a fully 
auomatic way, NXTRAX regulates the front 
suspension following rider’s needs and driving 
style, but always maintaining driving control. 

FOR AMATEUR USE

The electronic unit allows to breake in a way that 
the front fork remains more stable, and at the 
same time in cornering ability, the front fork is 
softer, exaclty thanks to rapid response of 
electronic unit. This considerably increase 
performances.

FOR RIDER USE



BASIC KIT

2 compressions units with 
sensor, available for pistons 
Ø28 or Ø36

Waterproof and HD 
OLED display

Waterproof main unit and connectors

Handlebar with 4 
waterproff push buttons 
panel

Power cable with 2A fuse



VERSIONS AVAILABLE

Upgrade kit for sphere V3

- 2 compressions unit Ø36
- 1 oled
- 1 hadlebar push buttons panel
- 1 main unit
- 1 power cable

Upgrade kit for sphere V2
and XR kit (WP and 

KYB)
- 2 compressions unit Ø28
- 1 oled
- 1 hadlebar push buttons panel
- 1 main unit
- 1 power cable

XR KIT (WP and KYB)

- 2 upper cup 
- 2 compressions unit Ø28
- 1 oled
- 1 hadlebar push buttons panel
- 1 main unit
- 1 power cable

FSR48 and all sphere V3

- 2 compression unit installed in 
cartridge

- 1 oled
- 1 hadlebar push buttons panel
- 1 main unit
- 1 power cable



HOW TO INSTALL  AND MAINTAIN NXTRAX

Install the electronic unit is 
very simple, you just have to 
connect the power cable to 
motorcycle’s battery.

About the maintenance, 
nothing special, just do  it 
as usual!



MAIN UNIT POWER BUTTON

Green: indicates that everything is working properly

Flashing red: indicates that the display is notconnected
Fixed red: there is an error (you can see it on the OLED)

Purple: indicates a failure of one of electronic unit’s 
motors.

Blue: indicates that Wifi and/or bluetooth is enabled to 
comunicate with your smartphone for software 
upgrade or to personalize your parameters



DISPLAY INFO

Slider compression
click

Graphically indicates how 
many clicks are open

Electronic compensation

Number of 
clicks

In automatic mode you see 
electronic unit’s corrections

Chosen operating mode

Selected intervention method

Motorcycle’s battery voltage

Current front fork 
position

Free space for info at your choosing, 
like stopwatch, compass etc.



MENU MAPS



OPERATING MODE 

Manual mode: adjusts the compression clicks by handlebar 
push buttons, even while riding.

Automatic mode: reads speed and position in real-time of 
front suspension and automaticaly adjusts the compression 
following a specific algorithm chosen by rider.
The rider always can manualy adjust the compression while 
riding trought the handlebar push buttons, the electronic learn 
the new adjustment and continues to function.



AUTOMATIC MODE OPTIONS

2 automatic mode available

Position sense: the electronic unit applies 
corrections according to front fork position.

Speed sense: the electronic unit implements 
the corrections according to the speed of 
compression/exstension of front fork.

WIDE:
+6 CLICKS
-6 CLICKS

MEDIUM:
+4 CLICKS
-2 CLICKS

NARROW:
+2 CLICKS
-2 CLICKS



MENU SETTINGS 

It allows to manually do the initialization process of 
needle’s position.
The motor reset procedure is automatically does at 
every power-on of electronic unit.

The procedure of system init should be executed after 
every front fork maintenance and it is for accurately 
saved the position of dynamic and static SAG.
On OLED you can follow the istructions to do it.



MENU INFO

Serial number that distinctively recognizes the main unit.

Timers indicate the usage time of electronic unit.
Timer 1 and timer 2 are resettable by rider.  
Instead timer life is not resettable.
They are on hours/minutes, max value 999:59



MENU DISPLAY

Brighness: here you can adjust display’s brightness.

Flip display: allows to rotate display’s graphic 
of 180°.

Power save: if in use, after 5 minutes of non-use of 
front fork an energy saving is applied and the display 
and main unit switches to low power mode. To get out 
of this function, just move the front suspension or 
touch any key.

Optional display: enables the additional functions of 
dysplay, like stopwatch for examples, that allows to 
rider to start, stop and reset the stopwatch directly on 
display simply using push buttons.



MENU RADIO

It allows to enable the radio, like bloethooth and WiFi of main 
unit or display.
This function is used for further customize the NXTRAX using 
their own smartphone and do software updates.



GRAZIE
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